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Introduction 
This document provides the API specifications for processing card-present (POS) payments on Shift4 

Payments Platform.  You may need additional documents to complete your integration, primarily the 

Shift4 Payment Platform API. All the Shift4 documentation is available in our Developer Portal.  

https://epower.credorax.com/
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Card Present Operations 
Card present data is supported for the following operation codes: 

[1] – Sale 

[2] – Authorisation 

[3] – Capture 

[4] – Authorisation Void 

[5] – Referral Credit 

[6] - Independent Credit 

[7] – Sale Void 

[8] – Refund Void 

[9] – Capture Void 

• Fallback is supported (if ICC data cannot be read, magnetic stripe data can be used instead). 

• Referral captures are supported by the use of [g] referral parameters. Please refer to the Shift4 

Payments API specification document for additional information. 

Card Present Fields 

This section describes only the fields which are specifically required for card present transaction 

processing. For a full list of API fields used in the Shift4 gateway, please refer to the Shift4 Payments 

Platform API specification document. 

Name Type Min Max Description 

a2 [1-9] 1 1 Payment source type 

For card present, should be sent as: 

8   Mobile device (mPOS) 

6   UCAT Terminal 

10  POS terminal 

a45 [0-9] 1 12 Surcharge Amount 

The fee amount that should be included 

in the total transaction amount (a4), in 

the same format of a4, and the same 

currency of a5.  
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Name Type Min Max Description 

b6 [0-9] 0 3 Card sequence number 

A number used to differentiate between 

cards that have the same card number. 

Mandatory in all transactions where chip-

card is present and the chip card contains 

a Card Sequence Number, otherwise 

optional in requests. 

When mandatory, b6 must contain the 

Application PAN Sequence number (EMV 

tag 5F34) if present on the ICC. 

Otherwise it should be taken from the 

Track 2-equivalent Data (EMV tag 57), if 

present. 

b7 [0-9=D] 10 37 Track 2 data 

The data must be stripped of start and 

end sentinels and have no parity, but 

must otherwise remain unaltered. Note 

that the track 2 data must contain 

characters from the set 0-9, = and D. Any 

other characters are considered illegal. 

b8 text 76 76 Track 1 data 

The data must be stripped of start and 

end sentinels and have no parity, but 

must otherwise remain unaltered 

(Mandatory if the Card Entry Mode = '80' 

and if Track 2 data cannot be read) 
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b9 [0-9] 2 2 Card entry mode. Possible values: 

Value Description 

00 Unknown or terminal not 

used 

01 Manual (key entry) 

02 Magnetic stripe read 

05 PAN auto-entry via 

integrated circuit card (ICC) 

07 PAN auto-entry via 

contactless M/Chip 

09 PAN entry via electronic 

commerce, including remote 

chip 

10 Credential on file 

79 Chip card at chip-capable 

terminal was unable to 

process the transaction using 

chip technology. 

Note: The transaction 

proceeds as fallback to a 

magnetic stripe read 

transaction, but the terminal 

is unable to send the 

transaction online. The 

transaction is subsequently 

authorized by 

the Voice Center, where the 

PAN is keyed in manually by 

the acquirer. 

80 PAN auto-entry via magnetic 

stripe – the full track data 

has been read and 

transmitted in Track-2 Data 

without alteration or 

truncation.  

Note: This mode is used as 

fallback to PAN auto- 

entry via ICC when the IC 

could not be used.  
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Name Type Min Max Description 

81 PAN auto-entry via electronic 

commerce. 

82 PAN Auto Entry via Server 

(issuer, acquirer, or third 

party vendor system). 

90 Magnetic stripe read and 

exact content of Track 1 or 

Track 2 included (CVV check 

is possible) 

91 PAN auto-entry with 

contactless Magnetic Stripe 

(Track data 2/1).  
 

b10 [0-9] 1 1 PIN entry capability: 

'0' Unspecified or unknown 

'1' Terminal has PIN entry capability 

'2' Terminal does not have PIN entry 

capability 

'8' Terminal has PIN entry capability but 

PIN pad is not currently operative 

b11 [0-9] 1 8 Transaction sequence counter 

A counter maintained by the terminal 

that is incremented by one for each 

transaction. (Must be supplied if the 

terminal has the capability to generate it) 

b12 text 1 256 Unique terminal ID 

(IMEI/hardware based - Must be supplied 

if the terminal has the capability to 

get/retrieve it) 

b13 text - - Cardholder signature image 

HEX-encoded cardholder signature in 

original JPEG format (collected for 

magnetic stripe fallback transactions or 

as part of CVM) (up to 60 Kb) 

b14 [0-9, '-' 

, '.'] 

5 10 GPS latitude in decimal format of the 

actual POS device location. 

For example, the latitude of Lagos, 

Portugal is 37.11000 
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Name Type Min Max Description 

b15 [0-9, '-' 

, '.'] 

5 10 GPS longitude in decimal format of the 

actual POS device location.  

For example, the longitude of Lagos, 

Portugal is -8.67880 

b16 text - - Cardholder photo 

HEX-encoded cardholder photo in 

original JPEG format (up to 60 Kb) 

b17 text 1 8 Card acceptor terminal ID 

Identifies a terminal, unique to an 

acquirer. Must be sent in all card present 

transactions including referrals (in 

referral transaction, this field should 

indicate the terminal ID of the original 

transaction) 

b18 0-9 1 1 Offline PIN Indicator (where the PIN is 

approved offline) 

0 - Approved 

1 - Not approved 

Note: b52and b53 must not be sent if the 

b18 value is sent 

b19 Text 1 2 Ucat Terminal Indicator 

1 - UCAT with PIN 

2 - UCAT self service 

3 - UCAT limited amount 

b52 Hex 16 16 Encrypted PIN Block. 

b53 Hex 6 6 ZPK Key Index 

Value is provided by Shift4 during setup 

b55 text 150 999 ICC Data 

Required if Card Entry Mode is 05, 07 or 

95.  

See ICC Data (b55 subfields) for more 

details 

service_location.city_name [A-Z a-

z] 

1 13 The city in which the POS device is 

located at the time of the transaction 
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Name Type Min Max Description 

service_location.state_code [A-Z a-

z] 

3 3 3-character code of the state/region in 

which the POS device is located at the 

time of the transaction.  Refer to ISO 

31661-2 for the code list.  

service_location.country_code [A-Z a-

z] 

3 3 3-character code of the country in which 

the POS device is located at the time of 

the transaction.  Refer to ISO 31661-1 for 

the code list. 

service_location.postal_code [A-Z a-

z][0-9], 

'-' , '.', 

',' 

1 10 The postal code of the location in which 

the POS device is located at the time of 

the transaction 

 

Required Fields 

Each of the following tables describes available API parameters and details whether the field is 

mandatory (m), conditional (c), optional (o), or not used (-): 

Name Description Standalone Operations  

[1] [2] [3] [4] [5] [6] [7] [8] [9] 

a2 Payment source type c (not required for 

3,4,5,6,7,8,9) 

b6 Card sequence number c 

b7 Track 2 data c 

b8 Track 1 data c 

b9 Card entry mode M ( not required for 

3,4,5,7,8,9) 

b10 PIN entry capability M (not required for 

3,4,5,7,8,9) 

b11 Transaction sequence counter c 

b12 Unique terminal ID c 

b13 Cardholder signature image c 

https://www.iso.org/obp/ui/#search
https://www.iso.org/obp/ui/#search
https://www.iso.org/obp/ui/#search
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Name Description Standalone Operations  

[1] [2] [3] [4] [5] [6] [7] [8] [9] 

b14 GPS latitude in decimal format of the 

actual POS device location. 

For example, the latitude of Lagos, 

Portugal is 37.11000 

c, m when the actual location 

of the transaction is different 

from the registered POS 

device address and 

service_location fields are not 

sent.  

b15 GPS longitude in decimal format of the 

actual POS device location.  

For example, the longitude of Lagos, 

Portugal is -8.67880 

c, m when the actual location 

of the transaction is different 

from the registered POS 

device address and 

service_location fields are not 

sent.  

b16 Cardholder photo o 

b17 Card acceptor terminal ID m 

b18 Offline PIN indicator c 

b19 Ucat Terminal Indicator c 

b52 Encrypted PIN Block c 

b53 ZMK KEY INDEX c 

b55 ICC data C 

service_location.city_name The city in which the POS device is 

located at the time of the transaction 

c, m when the actual location 

of the transaction is different 

from the registered POS 

device address and b14+b15 

are not sent.  

service_location.state_code 3-character code of the state/region in 

which the POS device is located at the 

time of the transaction.  Refer to ISO 

31661-2 for the code list.  

c, m when the actual location 

of the transaction is different 

from the registered POS 

device address and b14+b15 

are not sent.  

service_location.country_code 3-character code of the country in which 

the POS device is located at the time of 

the transaction.  Refer to ISO 31661-1 

for the code list. 

c, m when the actual location 

of the transaction is different 

from the registered POS 

device address and b14+b15 

are not sent.  

https://www.iso.org/obp/ui/#search
https://www.iso.org/obp/ui/#search
https://www.iso.org/obp/ui/#search
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Name Description Standalone Operations  

[1] [2] [3] [4] [5] [6] [7] [8] [9] 

service_location.postal_code The postal code of the location in which 

the POS device is located at the time of 

the transaction 

c, m when the actual location 

of the transaction is different 

from the registered POS 

device address and b14+b15 

are not sent.  
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ICC Data (b55 subfields) 
All data within the b55 field is in the 'EMV TLV' format. Multiple Tags are sent, within the request 

and/or response with no space or separator. Each Tag should be sent with the format: 

[Tag ID][Length][Value] 

The Tag ID per the table below, can be one or two bytes (e.g. 91 or 5F2A) 

The Length of the Value in hexadecimal notation, can be one byte (e.g. 0A or 02) 

The Value contains the actual hex-encoded request/response value per the Tag description. 

 

Example Tag 91: 910A0102030405060708090A 

Example full b55 request field: 

82027C00950580400400009A031304249C01005F2A0209789F02060000000010009F100706010A03A0A8109F 

1A0204709F26085D5380576508A3189F2701809F33036040209F34030102039F360203C89F3704BE83C700 

Tag ID Max Required Description 

71 255 Response Issuer script template 1 

72 255 Response Issuer script template 2 

82 2 Mandatory Application interchange profile 

84 16 Optional Dedicated file name 

8A 2 Response Authorisation response code 

91 16 Response Issuer authentication data 

95 5 Mandatory Terminal verification results 

Should be filled with zeroes in the case of [b9] (Card entry mode) = 

‘07’ 

9A 3 Mandatory Transaction date (YYMMDD) 

9C 1 Mandatory Transaction type 

5F2A 2 Mandatory Transaction currency code 

9F02 6 Mandatory Amount authorised 

9F03 6 Optional Cash-back amount 

9F09 2 Optional Terminal application version number 

9F10 32 Conditional Issuer application data 

(Mandatory if provided by the card to the terminal) 
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Tag ID Max Required Description 

9F15 4 Mandatory The Merchant Category Code (MCC) configured in the payment 

terminal. The value must match the MCC assigned to you by Shift4 

and you can find it in your connectivity details. This tag is mandatory 

for Mastercard transactions processed on or after 1 October 2026. 

9F1A 2 Mandatory Terminal country code 

9F1E 16 Optional Interface device serial number 

9F26 8 Conditional Application cryptogram 

Authorisation request cryptogram (ARQC) should be sent for 

operations [1] or [2] 

The authorisation response cryptogram (ARPC) is returned in the 

response 

The transaction certificate (TC) should be sent for operation [3] 

9F27 1 Conditional Cryptogram information data 

(Mandatory for Mastercard, Optional for VISA) 

9F33 3 Conditional Terminal capabilities 

Mandatory for Mastercard transactions in the following regions: 

Europe, Middle East, Africa, Asia, Pacific, Canada, Latin America and 

the Caribbean.  

9F34 3 Conditional Cardholder verification method results (Mandatory for Mastercard, 

Optional for VISA) 

9F35 1 Optional EMV terminal type 

9F36 2 Mandatory Application transaction counter 

9F37 4 Mandatory Unpredictable number 

9F53 1 Optional Transaction category code (Mastercard) 

9F5B 20 Response Issuer script result (VISA) 

9F6E 32 Conditional Device type field Value. This is used to indicate the type of device 

used by the shopper to pay in the specific transaction (for example: 

payment card, mobile device, wearable device, or other digital 

wallet–enabled devices). This value is mandatory when it is available 

on the device used for payment.  

The merchant is responsible for sending tags within the ICC Data.  
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Card present SCA requirements 
Shift4 supports the requirements for Strong Customer Authentication (SCA).  

The solution for card present transactions to comply with SCA requirements is to request that 

customers enter their online PIN using an EMV Chip & PIN device. 

In order to support these requirements, implement the following fields. 

Request parameters 

Name Type Min, Max Required Description 

s2 Numeric 1,1 mandatory Indicates whether the terminal supports single tap 

PIN entry. 

Possible values: 

'1' – The terminal supports online PIN entry  

'0' – The terminal does not support online PIN entry 

s3 Numeric 1,1 Conditional If the issuer requested online PIN verification, this 

should be the second transaction response to the 

issuer's “online PIN Request". 

Possible value: 

'1' - Transaction contains online PIN verification 

Response parameters 

Name Type Min, Max Required Description 

s4 Numeric 1,1 Conditional Issuer requests online  PIN verification. 

Possible value: 

'1' - Issuer requests a PIN in Single Tap mode 

When a standard response code 1A is received, make sure your terminal performs the following: 

• Displays a clear message informing the cardholder that the contactless transaction is declined 

and that they are required to perform a contact transaction.  

For this second transaction, the terminal must be configured to support the normal CVM options 

for the product and must not be configured to only support “No CVM.” 
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Change History 

Version Subject, Date Description 

2.9 rev 10 July 2026 Added support for EMV Tag 9F15 (Merchant 

Category Code) 

2.9 rev 9 April 2026 Removal of offline transactions from card present 

operation codes 

2.9 rev 8 December 2025 Added clarifications on ‘device type’ parameter in 

[b55]  

2.9 rev 7 April 2025 Updated the possible values in parameter b9 – 

card entry mode 

2.9 rev 6 March 2025 • Addition of service_location parameters 

• Change in format and requirements of b14+b15 

• Added op code [5] to b9+b10 

• Added parameter a45 

• Changed requirement for 9F33 tag 

2.9 rev 5 September 2022 Changed the b14, b15, b16 parameter from 

conditional to optional 

Change a2 parameter to conditional 

2.9 rev 4 December 2021 Edited the note of the b18 parameter 

Changed the 9F33 tag from conditional to optional 

2.9 rev 3 April 2021 Corrected the length of parameter b53 from 4 to 6 

2.9 rev 2 Card Present SCA requirements, 

September 2019 

Text revisions 

2.9 Card Present SCA requirements, 

August 2019 

Added support for Card Present SCA 

2.8 Errata, June 2019 Added Tag 9F6E 

2.7 Errata Updated b53 definition. 

2.6 Various updates, April 2016 Added UCAT terminal to a2 and b19 field Added 

b18 offline PIN indicator 

Minor updates and changes 

b17: must be sent in all card present transactions 

including referrals 

2.5 Errata Updated b9 parameter specifications Minor 

updates and corrections 
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Version Subject, Date Description 

2.4 Errata Updated b7 parameter specifications Minor 

updates and corrections 

2.3 Errata Updated a2 and b10 parameter specifications 

Minor updates and corrections 

2.0 Online PIN Added support for Online PIN 

1.0 First release Release of card present addendum 
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Need Support? 
Contact our 24/7 Client Relations Center for any additional information or technical assistance:  

US: +1.617.715.1977 

UK: +44.20.3608.1288 

EU: +356.2778.0876 

Email: support.europe@shift4.com 

 


